
FIELD BOOM SPECIFICATIONS
SIZE 6, 8 and 10m.

CONSTRUCTION Fully galvanised all steel construction.

BOOM ADJUSTMENT
Booms fold horizontally at rear of sprayer. Break back 
device that protects boom if obstruction is hit.

SPRAYLINES
Stainless steel spraylines with 50cm nozzle spacings 
and nozzle protection

NOZZLES
Non-drip nozzle holders, supplied with air induction 
nozzles and nozzle strainers.

4 Row Cane boom 

6m Field boom 

MODEL DESCRIPTION CODE
4 ROW CANE BOOM WITH HYDRAULIC FOLD 035-4N

6 ROW CANE BOOM WITH HYDRAULIC FOLD 035-6N

FACTORY OPTIONS CODE
Broadacre boom attachment (to suit 4 row) 035-4B
Broadacre boom attachment (to suit 6 row) 035-6B
Hydraulic lift 032-40DL

ACCESSORIES CODE
Cane Boom Shield Assembly (pair) K99-40
Cane Boom Parallelogram Arm - Inner (pair) K99-41
Cane Boom Parallelogram Arm - Outer (pair) K99-42
Note: Not all options will fit all models. Extra charges may apply to fitment of some options. 

CANE BOOM SPECIFICATIONS
SIZE 4 row or 6 row to suit row widths from 1.5 to 1.8m

CONSTRUCTION Robust fully galvanised construction.

SPRAYHEADS

Fitted with heavy duty hinges to withstand drag and 
parallelogram tracking system. Shielded spray head 
available standard as 900mm with fitted with brush skirts. 
500-1300mm width sprayhead options are available.

BOOM FOLDING
Hydraulic twin folding ram mechanism (folding requires one 
set of tractor remotes) with automatic cable fold mechanism 
for spray heads.

SPRAYLINES Stainless steel spraylines.

NOZZLES
Two twin swivel nozzle bodies per spray head with air 
induction nozzles and nozzle strainers.

CANE BOOM SPECIFICATIONS

FIELD BOOM SPECIFICATIONS

DESCRIPTION CODE
6M FIELD BOOM 032-044-6

8M FIELD BOOM 032-044-8

10M FIELD BOOM 032-044-10
Note: Not all options will fit all models. Extra charges may apply to fitment of some options. 
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